
Supplement to Yanmar Kit Installation Instructions

SAFETY
This product is designed and intended only for use with 
a YANMAR pump.  All safety and warning information 

contained in the Yanmar Operation Manual and Service 
Manual is adopted and incorporated to apply to the 
components, accessories, and parts that are utilized 

with Yanmar pumps.  Follow all instructions and 
precautions before installing this product, before 
operating, during operation, and during periodic 

maintenance procedures for your safety, the safety of 
others, and to protect the performance of your pump.



Kit Name:  KYDPHOSE4

YA-10060-0 1
1 - YA-10061-0 1
2 - YA-10062-0 1
3 - YA-10056-0 1

MODELS

YDP40TN-E4
YDP40TW-E4

Note: Service parts are denoted by an asterisk. To replace non-service parts, the entire kit will need to be purchased.
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KYDPHOSE4 - 
YDP  4" Hose Kit

INS-KYDPHOSE4-0002

Lev. O Part No. Description Quantity RemarksItem

4" General Purpose Hose Kit
4"X20' Suction Hose
4"X25' Discharge Hose
Adjustable Wrench



Installation Instructions

1.
2
3
4

NOTE: In the case of the above installation there are no specific torques and steps are considered to be performed "tool-tight"

Table 1:  Standard Nut and Bolt Tightening Torque
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YDP  4" Hose Kit

INS-KYDPHOSE4-0002

Bolt Size Kgf-m Foot-lbf N-m

Hand tighten all bolts and nuts until assembly is completed, then torque according to specifications in Table 1.  The numbers in () 
represent the item numbers.

Attach Discharge Hose (2) to pump and tighten using wrench (3) and route opposite end appropriately. 
Follow All operation instructions included in Operation Manual (0AYDP-EN440YA)

Attach the opposite end of Suction line (1) into pump inlet.
Attach the suction line strainer (included with pump) to suction line (1) and tighten using wrench (3).
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